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Notes from the Editor

How Many Samples Are Enough?

Congratulations AAG 
on your 40th birthday!  I 
am writing this birthday 
note from Hay River, 
Northwest Territories, 
Canada, where I am part 
of a team conducting till 
sampling for an indica-
tor mineral study around 
the world class Pine Point 
Pb-Zn deposits. The 
deposits exposed in the 

abandoned open pits are impressive and make for some of 
the best mineral collecting I have ever experienced- exciting 
for any geologist or geochemist!  The September 2010 issue 
of EXPLORE contains one article by Cliff Stanley asking 
the question “How many samples are enough”. It should 
stimulate some discussions amongst AAG members. Scien-
tifi c and technical editing assistance for this EXPLORE issue 
was provided by Bob Garrett, Emeritus Scientist, Geological 
Survey of Canada, and Steve Amor, Geological Survey of 
Newfoundland and Labrador. Sue Davis, Geological Survey 
of Canada, contributed the birthday graphic.
Beth McClenaghan
Editor

Introduction
 Recently, I had the good fortune to be selected to go 
on a CIMM lecture tour across Canada to present a talk on 
quality control to geoscientists in the mining industry. After 
several of these talks, a number of geoscientists asked me 
the question: “how many samples are enough?” 
 Now, I have heard this question asked many times 
before, and am aware of the ‘conventional wisdom’ that a 
dataset of approximately 30 samples is generally considered 
to be ‘enough’ for geochemical applications. Consequently, 
although my immediate answer was “30”, the widespread 
interest in this question amongst geoscientists motivated me 

to investigate the origins of this ‘rule of thumb’.
 In the geological literature, this concept apparently dates 
back to a publication by Bob Garrett (1979). In that paper, 
Bob noted that the standard error of the mean is a function 
of the inverse of the square root of the number of samples. 
Consequently, he plotted n versus         and pointed out that 
the resulting curve basically ‘leveled out’ at approximately 
n = 30. As a result, Bob concluded that there is no real ad-
vantage to using more than 30 samples to estimate the mean, 
because no substantial further decrease in the estimation 
error of the mean can be achieved by such effort.
 Clearly Bob’s analysis is highly practical. Unfortunately, 
the point at which Bob’s curve ‘levels out’ is a function of 
both the scale one plots the curve at, and the ‘eye of the 
beholder’, making use of such an approach rather arbitrary. 
Bob readily acknowledged this, and pointed out that the 
number of samples required “will depend on the particular 
situation” (Garrett 1979), a prudent caveat. Unfortunately, 
this hasn’t really prevented the widely quoted and employed 
“30 samples” from being used by probably the majority of 
geoscientists as anything but a hard and fast rule (i.e., im-
mutable and inviolable) that should apply in all situations. 
Until now, I can’t say that I have been anything but guilty of 
employing this erstwhile ‘constant’ in an array of geochemi-
cal applications where its use may have been inappropriate. 
After I understood the reason for the conventional wisdom 
of “30 samples”, I was justifi ably chagrined, and decided to 
see if I could derive a more comprehensive way to determine 
“how many samples are enough” that doesn’t have the inher-
ent subjectivity of the present ‘conventional wisdom’.
 In undertaking this task, it became immediately appar-
ent that Bob Garrett (1979) was on the right track, as the 
standard error of a statistic provides information about the 
confi dence one can place in an estimate of that statistic. 
However, experience shows that geoscientists are many times 
concerned with the relative error of a statistical estimate 
instead of the absolute error. As a result, to determine “how 
many samples are enough”, one should probably also con-
sider the relative standard error of that statistic. 
 Because Bob Garrett’s suggested ‘rule of thumb’ (1979) 
is based on the formula of the standard error on of the mean, 
the ‘30 samples’ that Bob advocated applies only to the 
estimate of a mean of a set of observations. It is likely that 
the estimation of other statistics (e.g., the standard deviation, 
correlation coeffi cient, etc.) would require different numbers 
of samples in order to obtain an adequate estimate. Fortu-
nately, the mean is a statistic that is commonly investigated 
by geoscientists, and the formula for the standard error of 
the mean (sex) is:

(1)
where n is the number of samples and sx is the standard 
deviation. Because the relative standard error of the mean 
(rsex) is merely the standard error of the mean divided by the 
mean, the relative standard error statistic is:

(2)

https://doi.org/10.70499/UBRI7878
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where CV is coeffi cient of variation, equal to the standard 
deviation divided by the mean (= sx / x ).
 Now, the standard approach to making decisions about 
the quality of an estimate of a statistic involves the use of 
formal inferential signifi cance tests. Unfortunately, these 
commonly require assumptions about the distribution of 
the data (e.g., that the data are normally distributed). In my 
experience, geochemical data only very rarely exhibit distri-
butions similar to ideal statistical distributions (e.g., Sinclair 
1976). As a result, any method to determine “how many 
samples are enough” probably should not assume a statisti-
cal distribution for one’s data. This is particularly true given 
that when one asks such a question, one typically has, or can 
afford, only a small number of samples to begin with, and 
thus one has, and will continue to have, very little evidence to 
deduce what distribution the data actually derive from.
 Consequently, a method to assess “how many samples 
are enough” should be ‘distribution-free’ in order to have 
maximum utility. Fortunately, derivation of the formula for 
the standard error of the mean, and thus the formula for 
the relative standard error of the mean, involves only fi rst- 
principles calculus, whereby a fi rst order Taylor polynomial 
expansion of the formula for the mean is used to propagate 
the errors in a group of measurements into the error in the 
mean of that group of measurements (Stanley 1990; Appen-

dix). Thus, the absolute and relative standard errors of the 
mean formulae (Equations 1 and 2) are not derived using 
any assumption about the distribution of the data. Conse-
quently, these formulae are ‘distribution free’, and can be 
used to determine “how many samples are enough” for data 
derived from any and all distributions (e.g., normal, Poisson, 
binomial, hypergeometric, exponential, multi-modal, etc.).
 An assessment of the literature demonstrates that all 
standard error formulae are inverse functions of the num-
ber of samples used in calculating the standard error of a 
statistic (e.g., Arsham, un-dated). Aside from indicating that 
as n increases, estimates of the mean become more precise, 
this functional relation makes it possible to determine “how 
many samples are enough” to obtain a reliable estimate of 
the mean using the absolute or relative standard error of the 
mean formula. 
 This can be done by fi rst determining the tolerance level 
one is willing to accept in one’s estimate of the mean (e.g., an 
absolute error of 5 ppm [1 std. dev.] on the mean estimate of 
a set of trace element concentrations, or say 5% relative 
error on that mean estimate). By assigning this tolerance 
level to the absolute or relative standard error of the mean 
(sex or rsex) in Equations 1 or 2, and then algebraically 
manipulating these equations such that they are expressed in 
terms of the number of samples, we obtain:
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(3)

for the absolute standard error of the mean, and:

(4)

for the relative standard error of the mean.
 Functional analysis of Equations 3 and 4 reveals that the 
number of samples required to obtain an adequate estimate 
of the mean is dependent on both the confi dence level cho-
sen (sex or rsex), and either the absolute (s) or relative (CV) 
variation in the data. This result is intuitive, as samples from 
a distribution that exhibits little absolute or relative varia-
tion (i.e., with a low value of s or CV) will each be relatively 
good estimates of the mean of that distribution, and so only 
a small number of such samples will be necessary to obtain a 
good estimate of the mean. In contrast, samples from a dis-
tribution that exhibits high absolute or relative variation (i.e., 
with a high value of s or CV) will mostly be poor estimates of 
the mean, and so a much larger number of these samples will 
be required to obtain a mean estimate of adequate quality. 

 Figures 1 and 2 graphically illustrate how many samples 
are necessary to estimate the mean of measurements from a 
suite of samples at a variety of absolute and relative preci-
sion levels (sex or rsex). Note that in both cases, the larger the 
absolute or relative variation in the data (s or CV), the more 
samples are necessary to obtain a given level of confi dence in 
the estimate of the mean. 
 Unfortunately, determining “how many samples are 
enough” to estimate a mean requires prior knowledge of 
the absolute or relative variation in the data (s or CV). If 
no samples have been analyzed, this information will not 
be available. As a result, in order to estimate the mean of a 
suite of samples to a certain level of precision, one has to ap-
proach this problem iteratively. If one can make a ‘provision-
al’ estimate of the absolute or relative variation (s or CV), ei-
ther using a guess, assumption, experience, samples that have 
already been analyzed, or results from historical datasets, 
and identify an acceptable tolerance level (sex or rsex), then 
one can make a provisional estimate of “how many samples 
are enough” using Equations 3 or 4, respectively. Collecting 
and analyzing this provisional number of samples will pro-
vide (additional) data to make an (improved) estimate of the 

Figure 1. Number of samples (n) required to obtain an estimate of the mean with a desired level of absolute estimation error 
(sex). Note that the number of samples required is a function of the standard deviation (s), a measure of the variation in the 
measurements, and the number of samples (n), and thus is not, universally, 30.
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Figure 2. Number of samples (n) required to obtain an estimate of the mean with a desired level of relative estimation error (rsex). 
Note that the number of samples required is a function of the coeffi cient of variation (CV), a measure of the relative variation in 
the measurements, and the number of samples (n), and thus is also not, universally, 30.
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absolute or relative variation (s or CV), and these can then 
be used to make a better estimate of “how many samples are 
enough”, again using Equations 3 or 4. Obviously, a poor 
initial estimate of the amount of variation that exists will lead 
to a poor estimate of the number of samples required, but 
because this procedure can be undertaken iteratively, better 
estimates of the absolute or relative variation can be ob-
tained as more and more samples are collected, such that an 
adequate estimate of the mean, at whatever confi dence level 
is required, can eventually be obtained.
 The following example illustrates how the above 
approach can be used to determine “how many samples are 
enough.”

Case History
 The North American Soil Geochemical Landscapes 
Project (NASGLP) is a tri-national program begun in 2006 
that seeks to provide a consistent set of C-horizon soil 
geochemical data across North America (Natural Resources 
Canada 2008). Collection of soil samples at a density of one 
sample per ~770 km2 (Goodwin et al. 2009) on a random, 
stratifi ed grid was conducted in Nova Scotia, Canada as part 
of a pilot study in 2007 and 2008. Analytical results (< 63 μm 
size fraction, nitric-perchloric-hydrochloric-hydrofl uoric acid 
digestion, ICP-MS fi nish) confi rm that As concentrations in 
Nova Scotia are generally elevated relative to the Canadian 
Soil Quality Guideline (Maximum Allowable Concentra-
tion; MAC) of 12 ppm (Canadian Council of Ministers of the 
Environment 2009; pers. comm., Terry Goodwin, Nova Scotia 
Department of Natural Resources), as concentrations range 
from 2.2 to 345.7 ppm (cf., the average As concentration in 
soils in Southern California is 1.5 ppm; n = 1086; Chernoff et 
al., un-dated).
 The MAC’s comprising the Canadian Soil Quality 
Guidelines have been developed to determine whether a soil 
concentration is at or below a level where no appreciable 
risk to human and environmental health is expected. If the 
maximum soil concentration at a site exceeds the MAC, a 
potential problem exists, requiring further study and possible 
remediation (Willis 2006). 
 Results from the NASGLP indicate that south of the 
Cobequid-Chedabucto Fault Zone (CCFZ) within the Megu-
ma Terrane, 75 % of the samples have As concentrations that 
exceed the MAC (pers. comm. Goodwin 2010), a probable 
consequence of the abundance of arsenopyrite (up to 15 %) 
in Meguma Supergroup meta-sedimentary rocks compris-
ing the basement to that terrane. In contrast, north of the 
CCFZ, only 25 % of the samples have As concentrations that 
exceed the MAC (pers. comm. Goodwin 2010), a proportion 
that is still high, probably because erosion products from 
the Meguma Supergroup were deposited in Carboniferous 
basins north of the CCFZ. These observations indicate that 
many uncontaminated sites in Nova Scotia would be consid-
ered ‘contaminated’ using the national MAC for As because 
of the naturally high background As concentrations that exist 
in the province. 
 As a result, it is probably appropriate to identify an 
alternative ‘made in Nova Scotia’ As concentration (pers. 

comm. Terry Goodwin, NS DNR) for local use, in lieu of 
the Canadian MAC of 12 ppm. How this As concentration 
will be identifi ed is not entirely clear, because MAC’s are 
not merely a series of threshold separating background from 
anomalous concentrations, as they have been developed 
using “conservative and protective assumptions, and (risk 
assessment) principles/methods to ensure protection of 
both sensitive human and ecological receptors under typical 
conditions” (Willis 2006). As a result, the natural frequency 
distribution of As concentrations in soil is only one factor 
contributing to the assignment of an MAC; other factors in-
clude analytical geochemistry methods and detection limits; 
industrial production and method-of-use factors; physical 
and chemical properties; mineral and water speciation; expo-
sure mechanisms; environmental fate and behavior in soils, 
waters, air, microbes, plants and animals; bio-availability and 
bio-accumulation; metabolic behavior; acute and chronic 
toxicity levels (e.g., LD50s) in a variety of organisms (e.g., mi-
crobes, invertebrates, plants, livestock, wildlife, experimental 
animals, and humans); treatment and remediation ease, cost, 
and success probability; and benchmarks established by other 
jurisdictions (e.g., the US EPA). Unfortunately, the large 
number of factors that infl uence the assignment of an MAC 
make most MAC’s appear to have been chosen subjectively 
because the ‘infl uence weights’ each factor is assigned are 
not known, and many of these factors are not quantitative.
 Nevertheless, in order establish an appropriate local 
MAC, the frequency distribution of As concentrations in 
soils needs to be understood so that the range of background 
concentrations can be identifi ed using probability plot analy-
sis (Sinclair 1976). Unfortunately, the only Nova Scotia-wide 
soil survey that has been undertaken is that of the NASGLP, 
and it provides only 72 samples (including 3 fi eld duplicates; 
Goodwin et al. 2009). This is generally inadequate to charac-
terize the distribution of As in Nova Scotia (with a landmass 
of 53,338 km2), and so very many more samples will need to 
be collected and analyzed.
 As a result, in 2010, the Nova Scotia Department of 
Natural Resources (NS DNR) intends to collect additional 
soil samples using the same sampling and analysis protocols 
as the NASGLP, in order to obtain a better understanding 
of the As concentrations in the province. This will create a 
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larger database with a higher sample density than the origi-
nal NASGLP survey.
 Because initial results indicate that soils developed over 
different lithologies in Nova Scotia exhibit different As con-
centrations, the NS DNR has divided the province into eight 
general but distinct lithozones (soils developed over differ-
ent bedrock lithologies). As part of their effort to determine 
the frequency distribution of As concentrations in these 
lithozones, they intend to estimate a number of statistics that 
contribute to the understanding of the distribution of As con-
centrations in soils developed over each. These statistics will 
include the mean, standard deviation, and quantiles, among 
others, and it is hoped that at least a crude approximation 
of the frequency distribution of As concentrations in each 
lithozone can also be obtained from these data. 
 Two of the lithozones defi ned by the NS DNR are under-
lain by: (i) ‘granite’, including but not limited to the peralu-
minous South Mountain batholith, and (ii) ‘lower Paleozoic 
meta-greywacke and slate’ (the Meguma Supergroup). 
NASGLP individual soil sample As concentration results 
from these lithozones are presented in Table 1, along with 
their means, standard deviations and coeffi cients of variation 
(Goodwin et al. 2009). Although roughly similar numbers of 
NASGLP samples were collected and analyzed (17 and 15, 
respectively), the As concentration statistics for soils from 
these lithozones are signifi cantly different. 
 Overall, As concentrations are high, with average con-
centrations of 13 and 47 ppm for granite and lower Paleozoic 
meta-greywacke and slate, respectively (Table 1). Further-
more, soils developed over lower Paleozoic meta-greywacke 
and slate exhibit more variable As concentrations than gran-
ite (standard deviations of 85 and 7 ppm, and coeffi cients 
of variation of 182 and 55 %, respectively; Table 1). Note 
that although these Meguma Supergroup rocks are known 
to contain As-bearing saddle reef gold deposits (Sangster & 
Smith 2007), all of the randomly located NASGLP samples 
ended up being collected away from known mineralization, 
so the higher As concentrations may be associated with 
yet-to-be discovered mineralization, or are merely samples 
from the high end of an elevated background As frequency 
distribution. In either case, these elevated As concentra-
tions justify health and environmental concern. Additionally, 
the standard deviations and coeffi cients of variation of As 
concentrations over different lithozones indicate that a larger 

number of samples will be necessary to determine a reliable 
average As concentration in soils over lower Paleozoic meta-
greywacke and slate, than in soils over granite.

Example Calculation
 Fortunately, because at least some NASGLP As con-
centrations have already been measured from these two 
lithozones, we can use these data to provide ‘provisional’ 
estimates of the relative variations (CVs) of As concentra-
tions in soils over these two lithozones (Table 1). These can 
then be used to obtain estimates of the number of samples 
(n) required to calculate mean As concentrations for each 
lithozone to a certain precision level. After collecting and 
analyzing n additional samples, better estimates of the rela-
tive variations (CVs) can then be made using this larger 
dataset, and these can be used to further refi ne/confi rm the 
number of samples necessary to reliably estimate the mean 
As concentrations in the various lithozones. Obviously, this 
process can proceed iteratively until suffi ciently reliable 
mean concentrations have been obtained.

Table 1. Arsenic concentrations (ppm) and statistics from 
soil samples collected as part of the NASGLP in Nova Sco-
tia (Goodwin et al. 2009).

Samples &  Over granite Over lower 
statistics lithozone Paleozoic meta-
  greywacke & 
  slate lithozone

 1 13.8 11.4
 2 4.8 81.1
 3 12.3 37.3
 4 18.5 15.8
 5 12.1 29.9
 6 33.1 16.1
 7 2.2 13.4
 8 15.3 5.9
 9 15.3 345.7
 10 17.4 26.2
 11 15.7 10.2
 12 13.7 41.9
 13 4.7 22.2
 14 15.9 25.2
 15 3.0 16.9
 16 18.3 
 17 10.8 
  
Mean 13.35 46.61
Standard Deviation 7.36 84.77
CV (%) 55.12 181.85
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 Table 2 illustrates the number of samples required to 
estimate mean As concentrations in each lithozone at various 
tolerances, based on the results from the initial NASGLP 
samples. For example, for the soils overlying the granite 
lithozone, the calculated sample size necessary to achieve 
a 10% tolerance level (rsex) is, coincidentally, (55.12/10)2 = 
30.38 samples. In contrast, the number of samples necessary 
to estimate the mean As concentration in soils over the lower 
Paleozoic meta-greywacke and slate lithozone is (181.85/10)2 
= 330.69. Obviously, the larger coeffi cient of variation for As 
concentrations in this lithozone necessitates the collection 
and analysis of far more samples. 

Discussion
 Given that elevated As concentrations represent a 
potential hazard in Nova Scotia, the concentrations of other 
elements measured in the NASGLP with crustally anomalous 
background geochemical concentrations should also be as-
sessed to obtain other ‘made in Nova Scotia’ MAC’s, where 
appropriate (e.g., U, whose concentrations are known to also 
be elevated in Nova Scotia because of the abundance of per-
aluminous granite, and the presence of Carboniferous basins 
that host sediments shed by these eroding intrusions). Such 
an analysis will provide additional estimates of the numbers 
of samples necessary to estimate the mean concentrations 
of other elements for each lithozone, and these numbers of 
samples are likely to be different than those calculated for 
As, above. As a result, before collecting additional samples in 
the follow-up survey, the NS DNR will have to balance their 
tolerance for mean concentration estimation error for each 
element in each lithozone with a number of other factors 
(e.g., bio-accumulation and bio-availability; toxicity; treat-
ment and remediation ease, cost, and success probability; 
etc.) to determine how many samples to collect from each 
lithozone, so that they maximize the quality of the resulting 
data.
 Now that we understand all of the factors that control 
“how many samples are enough”, let us consider the estima-
tion error we would obtain in terms of relative standard error 
on the mean if we were to use the ‘conventional wisdom’ of 
30 samples (Garrett 1979) to estimate the mean As concen-
tration in the granite and lower Paleozoic meta-greywacke 
and slate lithozones, above. Using Equation 2 and the 
observed coeffi cients of variation in each lithozone, we can 
see that in soils over the lower Paleozoic meta-greywacke 
and slate lithozone, there will be about 33% error on the 
mean As concentration estimate, and in soils over the granite 
lithozone, there will be only about 10% error on the mean As 
concentration estimate. These precision levels are signifi -
cantly different, and may or may not be adequate for the 
purposes described above, likely because “how many samples 
are enough” is a function of more than just the number of 
samples (Garrett 1979), as the variability of the data (in ab-
solute or relative terms) and the desired absolute or relative 
standard error on the mean also fi gure prominently. 

Conclusions
 Formulae have been derived that allow determination 
of how many samples are necessary to obtain an ‘adequate’ 
estimate of the mean of sample measurements. These deriva-
tions do not assume that any specifi c data distribution exists, 
making this approach perfectly general and applicable to 
geochemical (and other) data collected by the mineral explo-
ration/mining (and other) industries and disciplines.
 The formulae derived to determine “how many samples 
are enough” do not support what has become the ‘conven-
tional wisdom’ that 30 samples are adequate to obtain a good 
estimate of the mean, as other factors such as confi dence 
level and variation in the underlying dataset also exert con-
trol. Rather, these results indicate that a quantitative strategy 

How Many Samples Are Enough?  continued from page 8

Table 2. Calculated number of samples required to obtain 
estimates of the mean As concentration at various tolerance 
levels for the granite and lower Paleozoic meta-greywacke 
and slate lithozones of Nova Scotia. 

Tolerance level (%) # of samples  # of samples  
  over the the lower 
  granite Paleozoic meta-
  lithozone greywacke & 
   slate lithozone

 1 3038 33069
 2 760 8267
 5 122 1323
 10 30 331
 20 8 83
 30 3 37
 40 2 21
 50 1 13
 100 0 3

 The results in Table 2 illustrate that signifi cant differ-
ences exist between these two lithozones. The approximately 
3 times larger CV, 181.85, observed in soil samples from the 
lower Paleozoic meta-greywacke and slate lithozone makes 
it necessary to collect and analyze approximately 10 times 
more samples to obtain the same relative standard error 
of the mean in each lithozone. Obviously, the relatively 
high variability in As concentrations in the lower Paleozoic 
meta-greywacke and slate lithozone makes estimating the 
mean more diffi cult. Nevertheless, using Equation 4 and the 
strategy described above to determine “how many samples 
are enough” will allow the NS DNR to estimate, in advance, 
how many samples should be collected to obtain adequate, 
or at least the best available, estimates of the average As 
soil concentration in all eight lithozones within Nova Scotia. 
Based on the results in Table 2, it is likely that the additional 
samples that they intend to collect will not be suffi cient to 
obtain mean concentration estimates with highly acceptable 
errors for all eight lithozones. Nevertheless, this procedure 
will allow them to obtain the best estimates possible given 
their survey constraints. continued on page 10
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can be used to more comprehensively address the unspeci-
fi ed “particular situations” that Bob Garrett alluded to in 
his 1979 paper when he fi rst investigated the question: “how 
many samples are enough?”
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Appendix
 Suppose that a statistic (f) is a function of n measure-
ments of x (xi), all of which have a common error (sex). 
Provided that the x measurements are independent and 
identically distributed (iid), because they come from samples 
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of a single geological entity for which we are calculating 
a statistic, propagation of the errors in the xi into f can be 
achieved using the following generative formula:

(5)

(Stanley 1990). 
In order to derive the standard error of the mean (in this 
case, our f), we propagate the error in xi through the formula 
for the mean:

(6)

This requires the partial derivatives of the mean with respect 
to xi:

(7)

Substituting these partial derivatives into Equation 5, using 
the variance of x ( ) as the common variance in all xi’s, and 
setting all covariances equal to zero, we obtain the well 
known formula for the standard error of the mean (Equation 
1):

(8)
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colleagues working in exploration, environmental and other 
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www.appliedgeochemists.org/>  Please let us know of your 
events by sending details to: Steve Amor, Geological Survey 
of Newfoundland and Labrador, P.O. Box 8700, St. John’s, 
NL, Canada  A1B 4J6;   Email:  StephenAmor@gov.nl.ca   
Telephone: 709-729-1161.
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